MS SERISI MINI SEVIYE SALTERLERI
MS SERIES MINI LEVEL SWITCHES

MS20 & MS21

MS30 & MS31

MS40 & MS4]

Fr

MSTX SERI

Hyatl avantal ve genis kullanim olaning sahiptir
Pasltnimciz gellk samandira ve gbvde yopis 18 agik
veyd disik basingll tank uygulamalar i¢in idealdir
Kablo melal
kalayvlikla monte edilebili

Gk alup vaya plostik tanklara

Il has a wide range of usage offered and price

advantage, With its stainless sfeal lloat and body. I

5 iceal for open fop or low pressure  fark
applications, It has cable output and can be easily

attached o melal or plasiic tanks.

Standar! kablo gikishdir. Paslanmaz ¢elik samandira
ve givde yapsi ile aclk veya distk basnch tank
wygulamalarn igin idealdir, Kable
veya plastik fanklara kolaylikla monte edilebilir.

clkih olup, metal

It has standard cable gufpul. With s siaintess steel
float and bady construction, it is ideal for open top
It has

can be sosily attoched to metal of

or low pressure lank applications able
output and

plastic tanks

Soket ve kablo cikigh yapilabiir. Paslanmaz celik
saamandira ve gévde yapis lle ogik veya disor
basingl tank wyaulamalan icin idealdir. Kablo ¢ilksh
olup, metal veya plastik fanklara kolaylkla monte
edilebili

It may be made as socke! and cable oculpul, With
its stainless sfeef fioat and body construction. it is
apen fop ar low tarnk
applications. It has.coble cutput and can be easily
atlached to mefal or plastic fanks

ideal’ for fassUre
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MS1X SERIES

Sicakhk Temperature (max.)
Badlanti Connection
Gikis Output
Kontak Sayisi
Quantity of Contact
Elektriksel Baglant:
Electrical Cannection

Ozellikler Properties
PP veya or PA
-20°C +80°C

M8 Disli Thread
Kablolu with Cable

1 x NO veya NC
1 x NO or NC

250 VAC / 200 VDC 1,5 A,
Kuru Kontak Ory Contact

USKON AKISKAN KONTROL SiSTEMLERi SANAYi VE TICARET LTD. STi.

kKause

Paral Ozellikler Properties
Malzeme Material AISI 304, AISI 316 (Op.)
Sicaklik Temperature (max.) 130 =°C

Badlanti Connection
Cikis Output
Kontak Sayisi

Quantity of Contact

Kontak Kapasitesi
Concact Capacity

M10 Disli Thread
Kablolu with Cable
1 x NO veya or NC

140 VAC/ 150 VDC 1 A,
Kuru Kontak Ory Contact

(Op.) = Opsiyonel Optional

Ozellikler Properties
Malzeme Material AISI 304, AISI 316 (Op.)
Sicaklik Temperature (max.) 130 *C

Badlanti Connection
Cikis Output
Kontak Sayisi

Quantity of Contact

Elektriksel Baglanti
Electrical Connection

1/2" Disli Thread
Kablolu with Cable

1 x NO veya ar NC
2 x NO veya or NC (Op.)

140 VAC /150 VDC 1 A,
Kuru Kontak Dry Contact

(Op.) = Opsiyonel Optional

: Ozellikler Properties
Malzeme Material AISI 304, AISI 316 (Op.)
Sicaklik Temperature (max.) 130:°C

Baglanti Connection
Cikis Output

Kontak Sayisi
Quantity of Cantact

Elektriksel Baglanti
Electrical Connection

(Op.) = Qpsiyonel Optional

1" Disli Thread
Kablo/Soket Cable/Socket
1 x NO veya or NC
2 x NO veya or NC (Op.)
140 VAC / 150 VDC 1 A,
Kuru Kontak Dry Contacl

.'_.

Ms512

Ms13

Palipropllin veya polimit malkzeme yaps e genis kullamm
alan| bulunan MP 1 X serisi, Normalde Acik veyd Normalde
kontak lericlir,

Gstten veya alllan montaj yapilabilir

Kapal alinabllen sevive salle Pepova

PP [Poliprapilin
maliame su ve seyrellik asit uygulamalan, PA [Folimif)

wilty fis
MPIX

seras s level swifches ensuning Normally On or Normally

wige of

polypropylene or polymile material construchion

Froviding o range apphcations

Of conlact. It may be attached o the reservoir on the
top or bottom. PP (Polypropylene)] material is suifable for
1¢id

wealter and dillte appilcafions and FA (Folymile)

materiad for ol and fuel applicalions.
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